
  Deze markering geeft aan dat dit product niet mag worden weggegooid met ander huishoudelijk afval in de EU. Om mogelijke schade aan het milieu of de menselijke
  gezondheid door ongecontroleerde afvalverwijdering te voorkomen, recycle het verantwoord om het duurzaam hergebruik van materialen te bevorderen. 
  Om uw gebruikte apparaat inleveren, kunt u gebruik maken van de teruggave-en inzamelsystemen of neem contact op met de winkel waar het product is gekocht. 

 Dit product voldoet aan de eisen van de Europese Gemeenschap. 
 Getest volgens LVD 2006/95/EG. Getest volgens EMC 2004/108/EG.  Getest volgens RoHS directive 2011/65/EG.

Item 81266 81268

Type MD21 (L3305S) MD21T (L3305SJ)

Lumen 1650 Lm 1650 Lm

Wattage 21 watt 21 watt

Voltage 230V ~ 50Hz 230V ~ 50Hz

Powerfactor 0.9 0.9

Levensduur 25.000 uur 25.000 uur

Schakelcycli 15.000 x 15.000 x

Opwarmtijd < 1 seconde < 1 seconde

Kleurtemperatuur 4200 K     (wit licht) 4200 K      (wit licht)

Dimbaar Nee Nee

Lichtstraal hoek 115° 115°

CRI >RA 65 >RA 65

Beschermingsklasse IP54 IP54

Veiligheidsklasse II II

Kabel type H05RN-F 2x 1.0 mm2 H05RN-F 2 x 1.0 mm2

Kabellengte 5 meter 5 meter

Afmetingen B x H x D 200 x 270 x 150 mm Lamp: 
200 x 220 x 55 mm 
Statief:  
87 x 150 cm max.

LED STRALERS / WERKLAMP - INSTRUCTIES 
 

Attentie: Lees de onderstaande instructies aandachtig door en bewaar deze instructies als referentie.

Het armatuur is voorzien van een 5 meter H05RN-F kabel 2 x 1.0 mm2 met aangegoten stekker.  
Het armatuur is dubbel geïsoleerd klasse II.

Waarschuwing & instrukties
•  Plaats de LED straler op een vlakke ondergrond. De hellingshoek mag niet 
 groter zijn dan 15o (voor item 81268). 
•  Bij onderhoud van het armatuur zorg dat de stroom is uitgeschakeld en
 de stekker is verwijderd uit het stopcontact. 
• Gebruik geen agressieve schoonmaakmiddelen of scherpe voorwerpen om
 het armatuur schoon te maken. Gebruik een zachte doek om het armatuur
 schoon te maken.
•  Indien het glas gebroken is dient u het gehele armatuur te vervangen.
•  De lichtbron van het armatuur kan niet worden vervangen. Als de lichtbron 
 defect is dient u het gehele armatuur te vervangen.
•  BELANGRIJK! Als de kabel of de stekker van dit armatuur is beschadigd, 
 laat de kabel uitsluitend vervangen door een gekwalificeerd installateur. 
• De LED straler is niet geschikt voor gebruik door kinderen. 
• De LED straler nooit optillen aan de kabel. 
•  Kijk nooit rechtstreeks in de lichtbron, om oogletsel te voorkomen.

81266

81268



 This marking indicates that this product should not be disposed with other household waste throughout the EU. To prevent possible harm to the environment or
 human health from uncontrolled waste disposal, recycle it responsibly to promote the sustainable reuse of material resources. To return your used device, please use 
 the return and collection systems or contact the retailer where the product was purchased.

 This product meets the requirements of the European Community. 
 Tested according LVD 2006/95/EG. Tested according EMC 2004/108/EG. Tested according RoHS directive 2011/65/EG.

Item 81266 81268

Type MD21 (L3305S) MD21T (L3305SJ)

Lumen 1650 Lm 1650 Lm

Wattage 21 watt 21 watt

Voltage 230V ~ 50Hz 230V ~ 50Hz

Powerfactor 0.9 0.9

Lifetime 25.000 hour 25.000 hour

Switching cycles 15.000 x 15.000 x

Warm-up time < 1 second < 1 second

Color temperature 4200 K 4200 K

Dimable No No

Light beam angle 115° 115°

CRI >RA 65 >RA 65

Protection class IP54 IP54

Safety class II II

Cable type H05RN-F 2x 1.0 mm2 H05RN-F 2 x 1.0 mm2

Cable length 5 meter 5 meter

Size B x H x D 200 x 270 x 150 mm Lamp: 
200 x 220 x 55 mm 
Tripod:  
87 x 150 cm max.

LED LIGHT / WORKLIGHT - MANUAL 
 

Attention: Carefully read through the instructions below and keep these instructions as a reference.

The fixture is equipped with a 5 meter H05RN-F 2 x 1.0 mm2 cable and molded plug.
The fixture is double insulated class II.

Warning & instructions
•  Place the LED spotlight on a flat surface. The inclination angle must not be bigger than  
 15o degrees(for item 81268).
•  Make sure the power is turned off and the plug is disconnected from the socket when
 maintenance of the fixture takes place.
•  Do not use abrasive cleaners or sharp objects to clean the fixture. Use a soft cloth to clean 
 the fixture.
• If the safety glass is broken, you must replace the complete fixture.
•  The lightsource of the fixture can not be replaced. If the light source is defect you must 
 replace the complete fixture.
• IMPORTANT! When the cable or plug of this luminaire is damaged, let the cable replaced  
 only by a qualified electrician.
•  The LED fixture is not suitable for use by children.
•  Never lift the LED fixture by cable.
•  Never look straight into the light source to avoid eye damage.
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